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Maxi ECO Log Splitter  

 

Maxi Eco Tractor Hydraulic Log 

splitters are simple and robust units 

designed to use on tractors with oil 

flows in excess of 35 litres/min (12t) 54 

l/m (16t) & 60l/m (20t). The chassis is 

constructed from a single beam with a 

slide plate which ensures that any 

twisting force applied to the axe is not 

transferred to the ram. Twin handle 

control give maximum safety, the left 

hand control incorporates a log grip and 

the right hand lever controls the twin 

speed system which saves time waiting 

for the ram to drop. The axe 

automatically returns once the log has 

been cut when one handle is released 

to the preset return height set by the 

operator. Maximum log length is 
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axe head allows minimum power for the 

initial split followed by a wide head to 

open the log in the shortest time. The 

machine can be further enhanced with 

the optional 4 way splitting head and a 

lift in table to cut at knee height.  

Optional lift in table  

12/16t  /20t   

   

Optional 4 way head  

12/16/20t   

Model VH12 VH16 VH20 

Weight (kg) 295 325 425 

Height in trans position (cm) 195 195 195 

Height in work position (cm) 247 247 247 

Ram size (piston/rod mm) 80x50 100x60 110x70 

Beam width mm 140 160 180 

Max length of log (cm) 108 108 108 

Cut speed max/min (cm/s) 11.4/25.6 10.6/27.8 10.8/22.7 

Retract speed (cm/s) 18.9 16 13.9 

@ Flow rate (litres/min) 35 54 60 

Cross wedge & table Option Option Option 

VH12  


