
Electric Combined Log Splitter  
and Circular Saw  

Choice of power source  

 Either mains single phase (blue 3 pin socket  16amp 
 supply) or three phase (415volt) electric.  

 Choice of blade size and type  

500mm or 600mm diameter blades which are totally 
covered when not in use, allow cutting of  200mm (8ò) or 
250mm (10ò) thick logs in one cut. By rotating the log, 
larger logs can be quickly and easily cut. Steel blades 
(for economy) or tungsten tipped Widia blades (for 
longevity and superior cut).   

 Choice of splitting force  

The 7 tonne splitter is ideal for all soft wood and most 
hardwoods. For knotty hardwoods or a faster operating 
speed try the twin pump super 8.5 tonne splitter.  

Easy to use, flexible and safe  

The saw blade is protected by the pivoting bench system 

which automatically returns to completely cover the blade 
as soon as the cutting process has finished. 

Twin handle splitting operation, with auto return and hand 

protection is safe and easy to use. 

Every model is mounted on wheels and with an extending 

handle for easy movement.  

Safe electric control systems and IP54 standard insulation 

allows these machines to be used in outdoor situations 
with complete safety. 

An extending support bar hold longer sections with ease 

before cutting and a handy cut length gauge means 
uniform log lengths, quickly and easily. 

The combined machine is ideal for those with limited space. It is powered by electric motor with an hydraulic system running the 
splitter and the saw bench uses belts connected to the motor. Three phase prices available on request. 
Weights and dimensions are 166kg 85x100x110cm (500 models) or 178kg 90x105x112cm (600 models) 

Junction box to adapt ring main for 16amp socket (please consult your electrician for suitability and fitting)   £32 (£36.80 inc. VAT) 
Extension table included 
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BSV-JM3/600W 7 tonne splitter and saw 

Specifications March 2010  
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BSV-JM3/500-220 7 55 500 Steel S 220volt 16amp 3 

BSV-JM3/500W-220 7 55 500 Widia S 220volt 16amp 3 

BSV-JM3/600-220 7 55 600 Steel S 220volt 16amp 3 

BSV-JM3/600W-220 7 55 600 Widia S 220volt 16amp 3 

Super BSV -JM3/600-220 8.5 55 600 Steel D 220volt 16amp 3 

Super BSV -JM3/600W-220 8.5 55 600 Widia D 220volt 16amp 3 


