
Maxi R and Maxi DE Log Splitters  
Specialist Maxi  log splitters have been designed and built for 
the professional user with splitting forces ranging from 8.5 to 20 
tonnes and ability to cut logs up to 1.1m in length.  
 
Maxi VH Eco Simple and sturdy tractor hydraulic driven splitter. 
The most economic solution for the professional user.  Available 
in three models: 12, 16 and 20 tonnes. 
 
Maxi R  machines have a low level rotary workbench that can be 
moved to the side for splitting longer logs at floor level. Splitting 
force is 12 or 13 tonnes and the machines can be electric (single 
or three phase) or tractor powered. 
 
Maxi DE machines have floor level work benches and with 
splitting forces of 14 to 20 tonnes, they are suited for splitting 
longer logs of up to 110cm or large heavy rings up to 1.5m in 
diameter. Some models also have a low level work bench fitted 
as standard for cutting logs up to 65cm. Machines are electric 
(three phase only), tractor driven or engine driven. The engine 
driven machines are also suitable for towing. 
 
Maxi I  machines have a higher workbench and rams of 35 and 
50cm lengths (instead of 100cm on Maxi R and DE models) and 
are suitable for the commercial splitting of shorter logs.  

Easy to use, flexible and safe  

All ranges are available as either electric, engine or tractor 

driven (PTO or hydraulic). The Super Maxi R Eco runs on 
single phase electric, the rest are three phase. The D4 
and D5 prefix models can de driven by both electric and 
tractor power sources for added flexibility.  

Safe electric control systems and IP54 standard insulation 

allows these machines to be used in outdoor situations 
with complete safety. 

Operatorôs hands are automatically protected during the 

splitting process by the twin operating levers. 

Safe and easily 
operated controls  

High capacity from the Maxi DE T1M 14T and its floor level table, 
ideal for splitting large heavy rings  

Comprehensive specifications  

óSuperô models have twin pumps for faster cycle times and 

greater splitting force 

Machines are wheel mounted for ease of handling 

Optional cross wedges to increase output 

All models feature high quality 
hydraulic components for 

reliable and efficient operation  

Maxi DE with removable 
workbench in place  

Maxi DE 12 CAR S1H6 engine 
driven trailed splitter in working 
position (right) and transport 
position (below)  

Maxi Eco VH12  


